
Measure vehicles 
on-floor for reception lane 
and adjustment in pit

Measure vehicles 
at a fixed heigh 
for adjustment on a lift

Measure vehicles on-floor 
for reception lane
and adjustment on a lift
at a fixed height 

· Steering lock
· Brake pedal lock
· Turntables
· Drive-on lift camera  
· Keyboard for remote control 
· App for remote control via tablet and smartphone

· 50” monitor
· Inkjet wireless printer
· Monitor wall mounting support 
· Remotely controlled robot
  for steering angle selection

CEMB S.p.A.
Via Risorgimento, 9
23826 Mandello del Lario (LC) Italy
www.cemb.com

Garage equipment division
CEMB - ITALY
Plant and Training Center
phone +39 0341 706111
garage@cemb.com

100 YEARS OF SPEED IMPROVEMENT 
FOR TOE AND CAMBER MEASUREMENTS

STANDARD ACCESSORIES

OPTIONAL ACCESSORIES
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Number of vehicles checked / week   40

% of vehicles adjusted     40%

Wheel alignment price      € 60,00 

Operator cost per hour      € 35,00 

Wheel alignment cost (30min)     € 17,50 

Weekly income       € 666,00 

Yearly income (49 weeks)     € 32.634,00 

INCREASE YOUR BUSINESS 
BY SAVING TIME!
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ARGOS VERSIONS

High PitFull

Automatic 
locking/unlocking 
turntables 
for quick 
caster check 
without exiting 
the vehicle

Support column 
for monitor, 
keyboard
and printer
(monitor and printer 
to be ordered 
separately)



INSTANT TOUCHLESS MEASUREMENT 
ON THE 4 WHEELS WITHOUT EXITING THE VEHICLE
No clamps, targets or sensors
No manual adjustments for cars with different wheelbases
Rim run-out not compulsory
No need to remove hubcups
Measuring process automatically starts at the arrival of the vehicle
Measure toe and camber in less than 5 seconds and all data in a few more
No brake pedal required to measure caster 
Automatic locking and unlocking turntables
Remote vehicle specs selection

Reduce time 
for measurement

FITS AROUND YOUR WORKING SPACE 
WITHOUT INTERFERENCE
Fitting to every type of lift for wheel alignment or pit
No obstructions around lift or wheels
No moving parts, no bulky cabinet

OUTSTANDING PRACTICALITY
Automatic detection of the ongoing procedures
Remote software control and measurements visualization
Automatic pre-selection of vehicles’ specifications
Camera support for the positioning of the vehicle on the turntables
No leveled lift required

Measure toe 
and camber in less 
than 5 seconds

INCREASE YOUR BUSINESS BY SAVING TIME
Eliminate any effort and time for aligner’s measurements
Thorough check all your customers’ vehicles
Find out more vehicles that need adjustments
Increase turnover and customers’ satisfaction

MEASURING IN A BLINK


