
RAD 500 ARAMID Agricultural Repair Units Section Repair Chart
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8.3-12.4

180-270
230/ – 290/ 275/ – 320/ 300/ – 360/ 320/ – 340/ –

- - 1⁄2 (12) 1⁄2 x 1⁄2 (12 x 12) - 115
3⁄4 x 3⁄4 (20 x 20) 3⁄4 (20) 3⁄4 x 11⁄8 (20 x 30) 3⁄8 (10) 120

3⁄4 x 21⁄8 (20 x 55) 3⁄4 (20) 3⁄4 x 15⁄8 (20 x 40) 3⁄8 (10) 124
13⁄4 x 21⁄2 (45 x 65)

13⁄4 (45) 13⁄4 x 21⁄8 (45 x 55) 1 (25) 581
21⁄2 x 2 (65 x 50)

23⁄8 x 4 (60 x 100)
21⁄2 (65) 21⁄2 x 3 (65 x 75) 13⁄4 (45) 583

31⁄2 x 23⁄4 (90 x 70)

31⁄2 x 61⁄4 (90 x 160)
33⁄8 (85) 33⁄8 x 41⁄2 (85 x 115) 23⁄8 (60) 585

41⁄2 x 43⁄4 (115 x 120)

13.6-18.4

12-15
300/ – 400/ 335/ – 420/ 375/ – 520/ 420/ – 540/ 600/ – 650/

- - 3⁄8 (10) 3⁄8 x 3⁄8 (10 x 10) - 115
3⁄8 x 1 (10 x 25) 5⁄8 (15) 5⁄8 x 5⁄8 (15 x 15) 3⁄8 (10) 120

5⁄8 x 23⁄8 (15 x 60) 5⁄8 (15) 5⁄8 x 11⁄8 (15 x 30) 3⁄8 (10) 124
13⁄4 x 23⁄8 (45 x 60)

15⁄8 (40) 15⁄8 x 2 (40 x 50) 3⁄4 (20) 581
23⁄8 x 2 (60 x 50)

23⁄8 x 33⁄4 (60 x 95)
23⁄8 (60) 23⁄8 x 23⁄4 (60 x 70) 15⁄8 (40) 583

33⁄8 x 23⁄4 (85 x 70)

33⁄8 x 6 (85 x 150)
31⁄8 (80) 31⁄8 x 43⁄8 (80 x 110) 21⁄8 (55) 585

43⁄8 x 41⁄2 (110 x 115)

43⁄8 x 81⁄4 (110 x 210)
5 (125) 5 x 61⁄2 (125 x 165) 31⁄8 (80) 587

6 x 61⁄2 (150 x 165)

20.8-30.5 420/ – 500/ 460/ – 650/ 540/ – 710/ 600/ – 800/ 700/ – 1050/

3⁄8 x 3⁄4 (10 x 20) 3⁄8 (10) 3⁄8 x 3⁄8 (10 x 10) 3⁄8 (10) 120
1⁄2 x 2 (12 x 50) 3⁄8 (10) 3⁄8 x 3⁄4 (10 x 20) 3⁄8 (10) 124

13⁄4 x 23⁄8 (45 x 60)
11⁄8 (30) 11⁄8 x 2 (30 x 50) 5⁄8 (15) 581

23⁄8 x 2 (60 x 50)

23⁄8 x 31⁄2 (60 x 90)
13⁄4 (45) 13⁄4 x 23⁄4 (45 x 70) 13⁄8 (35) 583

31⁄8 x 23⁄4 (80 x 70)

31⁄8 x 53⁄4 (80 x 145)
23⁄4 (70) 23⁄4 x 43⁄8 (70 x 110) 2 (50) 585

41⁄16 x 43⁄8 (105 x 110)

41⁄16 x 77⁄8 (105 x 200)
41⁄16 (105) 41⁄16 x 61⁄2 (105 x 165) 23⁄4 (70) 587

51⁄2 x 61⁄4 (140 x 160)

53⁄8 x 11 (135 x 280)
53⁄8 (135) 53⁄8 x 81⁄4 (135 x 210) - 589

63⁄4 x 85⁄8 (170 x 220)
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