
MODEL

STANDARD
LONG

EXTENDED  

SM30
4 POST LIFT

SM30N010 
SM30N011
SM30N012

Lift Capacity 30,000 lbs.

Rise*            68 3/4”

Width Overall 12’ 4 13/16”

Length Overall 25’ 9 1/2”
28’ 9 1/2”
31’ 9 1/2”

Max. Wheelbase 235” / 271” / 307”

Drive Thru Width 11’

Runway Width 24”

Min Bay Size 16’ x 27’ or 30’

Motor / Voltage 4 HP / 208 - 230V 

Time of Full Rise 95 seconds

Lift Colors are Blue and Red      

*Rise measures floor to top of runway at full stroke.

30,000 lbs. Four Post Lift
FEATURES:
• Three Runway Lengths
• Single Point Air Lock Release
• Dual Locking System
• 3-Phase Power Available
• Folding Ramps With Rear Chocks
• Air / Filter / Lubricator
• Internal Airline Kit
• Alignment Conversion Kits Available
• Converts to a Drive-Thru Lift

SM30
 HEAVY DUTY FOUR POST

SHOWN:
SM30N010BL

18,000 to 30,000 LBS. CAPACITY RUNWAY LIFTS

Air / Utility Box includes two 110v electric outlets, air connection with filter/regulator/lubricator

Ramp Kits for drive-thru capability / SM18 and SM30 lifts

Air Operated Tire and Wheel Lifts with air hose and air tool connection

TECH LIGHTTM LED Runway Lighting Kit / Four light wands for effective runway lighting

Oil Drain Pans include splash guard, drain valve and dust cap

Removable Work Steps for lifts with slots on sides of runways 

Alignment Conversion Kits transform your existing flat top runway lift into a fully functioning alignment lift

OPTIONAL LIFT ACCESSORIES / Contact the manufacturer for proper lift application


