








Sensor Program Menu Click Copy by Activation

MX-Sensor Programming Program Success (MX-sensor ID is 
copied from the activated sensor ID)

Sensor Program menu Click Copy by OBD

MX-Sensor Programming
 

Program Success (MX-sensor ID is 
copied from the sensor ID saved in ECU)

Copy by OBD (Copy the sensor ID read from ECU into a MX-Sensor.)

Copy by Activation (Copy the activated sensor ID into a MX-Sensor.)



Note:  No Relearn is needed when the MX-Sensor ID is copied from the 

         original ID by Activation, OBD or Manual Input.  Ensure the 

         new-programmed MX-Sensor has been put in the same position.

Select the sensor position Click Copy by Input

Input the original sensor ID into a 
MX-Sensor (Red mark indicates 

OE sensor ID location)

Click OK to program

MX-Sensor Programming Program Success 
(the original sensor ID is copied 

to the new MX-Sensor)

Copy by Manual Input
(Manually input the original sensor ID to program the new MX-Sensor.)



Note:  When the new sensor ID is created randomly, position relearn is 

necessary.

Select sensor position Click Auto Create

MX-Sensor Programming Program Success

Position Relearn Menu Check Relearn Procedure First

Auto Create
(Randomly create ID for the MX-Sensor.)

STEP 4. Position Relearn
(Three ways for Position Relearn: Stationary Relearn, Active Relearn, OBD Relearn.)



Trigger all sensors one by one

Trigger all sensors one by one

OBD II relearn processing

Drive the car according 
to Relearn Procedure

Click OBD Relearn

OBD II relearn success

Keep the vehicle in relearn mode 
and trigger all sensors one by one

Follow Relearn Procedure
for Stationary Relearn

Active Relearn

OBD Relearn 
 (When available, OBD Relearn is highly recommended to save time and energy.)

Stationary Relearn


